ROADLINE

TECHNISCHE DATEN /
TECHNICAL SPECIFICATIONS

RT-6

COMPACT FULL-RANGE SYSTEM

RoAD Tor

Beschreibung /
Description

Road Top RT 6

Multifunctional Fullrange-/mid-high
system, 2-way,

time-aligned d'Apollito design.
MAN-lying system.

Belastharkeit / Power Rating

Bestiickung / Components
Kennschalldruck / Sensitivity

SPLmax.

Ubertragungshereich / Freq. Resp. (-10dB)
Ubertragungshereich / Freq. Resp. (-3dB)
Abstrahlwinkel / Dispersion HxV (-6dB)
Impedanz / Impedance

Mafe (BXHXT) / Dimensions (WxHxD)
Gewicht / Weight

Strukturlack / Colour (structured)
Schutzgitter / Grille

Gehiuse / Enclosure

AnschluB / Connectors

Ausstattung /
Features

Flugausriistung / Flying system
Tragegriffe / Handles

Gleitfiie / Sliding feet

Rollen / Wheels

Gewinde f. Distanzr. / Thread inlet
Hochstiinderflansch / Pole hole

Lubehdr /

Accessoires

Flugzubehdr / Flying accessoires
Zurrgurt / Securing Strap

*peak 20ms

900W / 1200W*

2 x 12" / 2" CD time-aligned
101dB

135dB

65Hz - 20kHz

85Hz - 20kHz

55° x 40°

40hm

39 x 97 x 47,5cm (59cm with wheels)
52kg

schwarz / black

metal, foam backed
rechteckig, rectangular

2 x NL4 Neutrik Speakon

MAN-Stud-Plate, belt latches
6

4

4 black wheels

MAN big stud

50mm, 6ém, ratchet
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>Beschreibung /  Description<

Universell einsetzbares PA-System mit sehr hoher
Belastbarkeit und ausgezeichneter Richtwirkung.
SerienméBig ausgestattet mit TUV-geprifrer MAN-
Flugausristung und Gurtlaschen. Bestiickung: 2x
12"/2"CD, 900 W. Fir Fullrangeanwendungen oder
als Highpower-Mittel-Hochtonsystem in Kombination
mit leistungsféhigen Bass-Lautsprechersystemen (RS-3
/ RS-4). Konsequente, phasenlineare
Lautsprecheranordnung nach dem d'Apollito-Prinzip.
Constant-Directivity-Hochtonhorn. Sehr exaktes und
gleichférmiges Abstrahlverhalten. Hohe Reichweite.
Aufwendige, passive Frequenzweiche mit integrierter,
elektronischer Hochton-Schutzschaltung.

Compact 200W high-performance speaker system
with two 12" bass-mid speakers and a exclusive 2"
CD horn/driver combination. Time aligned speaker
design in d'Apollito principle. Excellent directivity.
Outstanding speech comprehension, even in rooms
with poor acoustics. Constantdirectivity horn. For full-
range applications or as mid-high system in combina-
tion with RS4 subwoofer system. Integral crossover
with electronic high-frequency protection circuit.

>Anwendungen/  Applications<

Anspruchsvolle Fullrange-Anwendungen, kompaktes
Bihnenmonitor-System Stitzbeschallungen (Delay-Line
etc.)

O

Full-range PA system versatile monitor applications

delay-line, nearfill

>Zubehdr /  Accessories<

MAN Flugsystem fir geflogene Anwendungen.
Hochwertig verarbeitete, robuste Transporthaube
FCe7pPrO RoadLine Multiband System Controller

Padded high-quality cover
Safety-approved MAN flying equipment with belt
latches for flown applications.

FCe7prO Roadline multiband system controller

>Amplitudenfrequenzgang / Frequency Response

itivity Nag - dB SPLruatt (8 ohms, 01.89 meters) (8.1 oct)

238883 BhE

>Abklingspektrum / Waterfall Diagramme
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