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Interfaces
ABX-5
Dante til Fohhn Airea / AES/EBU breakout boks, indgange:
Dante; udgange: Fohhn Airea, AES/EBU, Fohhn Net

 



Interfaces ABX-5
ABX-5 har Dante -indgange og konverterer dem til Fohhn Airea -
signaler eller AES/EBU. Det betyder, at flere højttalere kan betjenes med
et enkelt Dante -kort.

Main features
Indgang: Dante (2 × RJ-45, primær og sekundær indgang til
redundante applikationer)

Integreret Dante Brooklyn II-modul

1000Base-T Ethernet-forbindelse

Udgange: Fohhn Airea (RJ-45), AES / EBU (XLR), Fohhn Net (RJ-
45)

Fohhn Net-kontrolsignalerne er ført gennem Dante

Strømforsyningsfri drift med Fohhn Airea

Fås med følgende farvevarianter

Sort

Udstyret med følgende Fohhn-teknologier

Fohhn Airea

Mulige indgangsinterfaces for dette produkt

 

For detaljerede oplysninger om alle Fohhn-teknologier, farvemuligheder og tilslutninger, se venligst
www.fohhn.com/en/technologies



Tekniske data

dimensions (w × h × d) 105 × 45 × 70 mm

audio inputs Dante Primary / Secondary

audio outputs AES/EBU 24 Bit / 48 kHz, Airea-Net

support for AES67 Yes

power supply wall wart 12 V – 48 V DC / 5 W, AIREA-NET 48 V

power consumption 4 W, Airea-Net Load max. 5 W

Fohhn Net 1 × RJ-45

DC input DC input for wall wart power supply

Dante input 2 × RJ-45 (1000Base-T Ethernet Port)

AES/EBU output 1 × XLR male

Airea 1 × RJ-45 out

power LED green = on (front and back)

send LED FOHHN-NET send = yellow

receive LED FOHHN-NET receive = green

Physical features

Electronic features

Connections

Display LEDs
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