
数据表

EasyPort
FP-22 modular
用于语音和音乐的电池供电扬声器，8英寸/1英寸，60瓦，65赫
兹-20千赫兹，最大声压级117分贝，约240 × 510 × 270毫米



EasyPort FP-22 modular
这款产品 EasyPortFP-22是一款便携式、电池供电的扬声器，用于高质
量、无线传输语音和音乐。 EasyPort它可以在两分钟内启动和运行，无
需任何技术知识就可以操作。它有许多连接选项，可选择集成无线电接收
器和蓝牙。

Main features
只需一个电池充电周期就可使用20小时

带有快速充电模式的集成充电器

集成4通道混音器，带2段均衡器

XLR和RCA连接器以及Speakon输出用于FP-22 passive

完美匹配的8英寸/1英寸短号角扬声器组件

高效率的处理器控制的60瓦放大器

最大声压级117分贝

经过优化，可获得出色的语音清晰度

可选择安装最多两个无线电接收器（9.5英寸）

新的。可提供内置蓝牙接收器，用于与智能手机等配对。

CD播放机不再有了!

有以下颜色可供选择

黑色

配备了以下Fohhn技术

特殊颜色可选

有关所有Fohhn技术、颜色选择和连接的详细信息，请访问 www.fohhn.com/en/technologies



技术数据

acoustic design active, battery-powered loudspeaker system 2-way, vented design

components 8" / 1" compression driver with short horn

maximum SPL 117 dB

frequency range 65 Hz – 20 kHz

operational mode active, battery or AC power operation, Class-H

nominal dispersion (h × v) 100° × 100°

enclosure multiplex birch plywood

dimensions (w × h × d) approx. 240 × 510 × 270 mm

speaker stand pole integral, ø 36 mm

weight approx. 13.5 kg

standard colours textured paint, black

handles 1 handle

front design acoustic foam

mounting points 2 × M8 thread for U-bracket

optional colours RAL Classic / NCS / Pantone on request

wireless microphone system built-in 1 – 2 × 9.5" wireless receiver

Bluetooth Integrated Bluetooth receiver with USB and SD slot

amplifier power 60 W

EQ bass, treble (shelving)

processor function autolimiter / subsonic automatic proximity filter

output for FP-22 passive Speakon NL-4

12V output 12V DC out for external equip., pin ø 2,1 mm

outputs (for recording or
stacking)

2 × line RCA jacks / 600 ohms, 1 × XLR sym.

phantom power 12 volts

mixer inputs 2 × ext. mic sym. 2 kOhm, 1 × int. wireless mic 10 kOhm, 2 × line RCA 10 kOhm, 1 × line XLR sym.

line outputs XLR socket

line inputs 2 × RCA, stereo sum to mono

Electroacoustic features

Physical features

Optional features

Electronic features

Connections



230 V AC integrated power supply for recharging, IEC cable

fuse 1A MTR (5 × 20 mm)

rechargeable battery 12 V / approx. 7,2 Ah

operation time approx.
(speech / music)

8 – 18 hours

额定功率（峰值）；最大声压级：峰值，20毫秒，带通滤波粉红噪声信号，符合IEC 60268-2标准，频率范围下限以上一个八度，扬声器预设
频率范围：-10分贝，在消声半空间条件下，扬声器预设
重量：净重，不含可选设备
额定色散：与主色散轴相比，-6分贝

Power supply
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