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Focus Venue
FV-200
带光束转向的有源中低端模块，8 × 10"，60 Hz - 800 Hz，560 ×
1276 × 595 mm

   
 



Focus Venue FV-200
FV-200 是可扩展的Concert Sound 系统的中低频模块Focus Venue 。这
种有源高性能扬声器与FV-100 高频模块和PS-800 或PS-850 超低频系统
结合使用，是大中型庆典活动、体育场馆、音乐厅和剧院扩声的首选。这
些模块配备了创新的Fohhn功率放大器、DSP和数字网络技术。由于
Fohhn Beam Steering Technology ，波束可以实时控制，不需要机械地
调整阵列的角度。这使得在舞台设计、建筑和大屏幕旁边的完美视觉整合
成为可能。

Main features
8 × 10 "长振幅驱动器

4 × 1000 W D类DSP放大器

频率范围：60 Hz - 800 Hz

低至60赫兹的定向特性的有效性

最大声压级：145分贝（一个模块）

Fohhn Convertible Dispersion Technology (心型)

Fohhn Audio Soft可方便实时控制声音垂直分布

垂直波束宽度：0°到90°，声音倾斜角度：-40°到+40°（以0.1°为
单位步进调整）。

Fohhn双波束技术

Fohhn无旁瓣技术

从前排到最后一排的声音覆盖极为均匀和平衡

由于采用了集成式，快速而安全的索具。Fohhn Interlock System

Q-SYS插件可用于Fohhn NA-4 或 ABX-6。



有以下颜色可供选择

黑色

配备了以下Fohhn技术

  

  

  

Fohhn Beam
Steering
Technology 可转换色散技术

Fohhn Source
Division
Waveguide

傅汉文Airea Fohhn DSP 内幕 可吊挂的产品

Fohhn Interlock
System 可能具有耐候性 自动省电模式

该产品可能的输入接口

 

有关所有Fohhn技术、颜色选择和连接的详细信息，请访问 www.fohhn.com/en/technologies



技术数据

acoustic design electronically steerable line array speaker

components 4 pairs of 10" (2,5" VC) long excursion speakers Hornloaded Waveguide Design

maximum SPL 145 dB (103 dB @ 100 m)

frequency range 60 Hz – 800 Hz

operational mode active, 4-channel DSP-amplifier, Class-D

nominal dispersion,
horizontal

90° switchable cardioid/vented omnidirectional

vertical beam width, digitally
controlled

0° – 90° in 0.1° increments

vertical inclination angle,
digitally controlled

-40° – +40° in 0.1° increments

acoustic centre 0% (bottom) to 100% (top), both beams movable

enclosure multiplex birch plywood

dimensions (w × h × d) 560 × 1276 × 595 mm

weight approx. 135 kg

standard colours scratch-proof polyurethane coating, black

front design hexagonal perforated steel grille in cabinet colour, backed by acoustically transparent foam

mounting points integrated flying tracks, 4 × M8-threads at rear tracks

simulation data EASE, Fohhn Designer

Electroacoustic features

Physical features

CAAD simulation data



amplifier type Pure Path Digital PWM

audio inputs AES/EBU

audio outputs AES/EBU

amplifier power 4 × 1000 W

DSP channels 4

frequency response 20 Hz – 20 kHz

signal/noise ratio >105 dB/A

auto power save adjustable from 1 s to 12 h, or never active

protective circuit soft start, overtemperature, short circuit, overload

power supply 100 V – 240 V AC 50/60 Hz, power supply with Power Factor Correction (PFC)

power consumption 1200 W RMS, idle 70 W, standby 10 W

heat dissipation 300 W, 1024 BTU/h, 258 kcal/h

temperature range 0 – 40°C

cooling temperature-controlled fan

weight (electronics) 14.2 kg

digital signal processors 2

independent limiters 6

FIR filter yes

input gain -80 dB – +12 dB

routing gain -80 dB – +12 dB

output gain -80 dB – +12 dB

EQ 10-band parametric EQ, gain, +/-12 dB, frequency 10 – 20 kHz, Q 0.1 – 100

selective 3-band limiting bass / mid / high

limiter / compressor yes

noise gate yes

X-over Linkwitz-Riley 4th order (24 dB/octave), high pass 10 Hz – 20 kHz, low pass 10 Hz – 20 kHz

delay input 0 – 350 ms (0 – 120 m)

delay output 0 – 640 ms (0 – 220 m)

system latency 1.2 ms

band-specific time constants yes

filter technology 80-bit double precision

input AES/EBU 32 kHz – 96 kHz, 16/24 bit

input DSP processing yes

Electronic features

Controller



remote control Fohhn Audio Soft, Fohhn Net

remote monitoring temperature, protect, power supply, Fohhn Net, Fohhn Audio Soft, AES/EBU signals

simulation beam Fohhn Net, Fohhn Audio Soft

mains connection 1 × PowerCON mains in, 1 × PowerCon mains out

control elements mains switch (remote-controllable via AIREA connect)

inputs 1 × etherCON Airea Connect / stack link, 1 × XLR AES/EBU, 1 × etherCON Fohhn-Net

outputs 1 × etherCON stack link, 2 × XLR AES/EBU, 2 × etherCON Fohhn-Net

signal inputs AES/EBU 32 kHz – 96 kHz, 16/24 bit

signal outputs AES/EBU link-out from input

Sign LED (connector panel
and front grille)

blue = power on, blue flashing = sign

status LED green = ready, red = protect/standby, red flashing = fault

receive / send LED receive/send remote control LED

audio error LED red = no AES/EBU

remote power LED green = AIREA connect aktive, remote power on

on (stack link) LED green = stack link aktive

额定功率（峰值）；最大声压级：峰值，20毫秒，带通滤波粉红噪声信号，符合IEC 60268-2标准，频率范围下限以上一个八度，扬声器预设
频率范围：-10分贝，在消声半空间条件下，扬声器预设
重量：净重，不含可选设备
散热：粉红噪声，6分贝波峰，1/4 Pmax
标称频散：与主频散轴相比，-6分贝

Remote control and remote monitoring

Connections and controls

Display LEDs
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